EMERGENCY ONE, INC.
SPECIFICATIONS FOR TACTICAL POLICE PROTECTION VEHICLE

Production #2277

MANUFACTURER: Mercedes-Benz
MODEL: UNIMOG U1700L
CAB EQUIPMENT: Heavy Duty Safety Cab OECD approved doors.

Double bench seat for co-driver (removable)

2 doors with safety locks, retractable windows
(safety glass), driver's seat adjustable forward,
backwards, height and rake, 2 exterior mirrors,

sun visor, under body protection, air conditioning,
wind screen washers, engine hood adjustable

to vertical position, removable grille, instruments:
oil pressure, water temperature, fuel gauge,

dual pressure gauge (brake and air pressure),
warning lights, highbeam and dipswitch indicators.
Instrument lighting. Light: two headlights,

45/40W with asynmetric lowbeam, highbeam and
parking lights, two directional indicators

combined with clearance lights, two rear lamps
with tail light, brake light, indicator and

number plate illumination, hazard warning

lights. Sliding rear window.

FRAME: Extrememly flexible ladder-type frame made
of two longitudinal U members, and tubular
cross members. All major components, the
cab and the platform or body are attached
to three-point mountings.

ENGINE: Diesel model OM352A water cooled. Bosch fuel
injected, 168 HP at 2800 RPM, max torque NM-491
MKP-50 @ 1600 RPM. 6 cylinder in line, compression
ratio 16:1, Bore: 97mm Stroke: 128mm, 5,675cc
displacement. Fuel filter vertical air intake.
NOTE: Not EPA approved

CLUTCH: Single-plate dry clutch. Pressure-plate diameter:
330mm, clutch operation: Hydraulic, automatic
readjustment.

TRANSMISSION: Fully synchronized. Mercedes-Benz eight-speed
gear box. Number of gears: eight forward

and reverse gears.
POWER TAKE-OFF: Center mounted power take-off.

STEERING: Hydraulic power steering.












